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Challenge Solution Benefits

 –Getting the completed engine 
to the engine room. Some 
dismounting was required. 

 –Remanufactured Wärtsilä Deutz 
SBV6M628 engine with 6 
cylinders to replace the original 
Wärtsilä Deutz SBV8M628 engine 
from stock.
 –A Superintendent familiar with 
the ship and the engine room 
installed the remanufactured 
engine.

 – Fast delivery, the ship could sail 
again within three weeks from 
customer’s order.
 –The engine fitted in the 
infrastructure of the engine room.
 –The engine has a CCRN 2 
certificate, reduced emissions, 
which entitles to compensation 
from the government.

The inland tanker vessel Stadt 
Aschaffenburg suffered major engine 
damage. Wärtsilä was assigned to deliver 
and install a remanufactured engine and 
the ship was ready to sail again within 
three weeks from the order.

The Stadt Aschaffenburg is an inland tanker 
vessel owned by Reederei Jaegers GmbH. The 
Stadt Aschaffenburg measures 110 meters 
in length and has a beam of 11 meters, draft 
3.14 meters and 2494 tonnes. The vessel 
sails on the inland rivers of the Netherlands, 
Belgium and Germany. The vessel is equipped 
with a Wärtsilä Deutz engine SBV6M628 of 
1170kW@900rpm.

The engine installed on Stadt Aschaffenburg 
suffered major crankshaft damage in 
Q1/2013. The customer called their Wärtsilä 
Account Manager inquiring if Wärtsilä had a 
remanufactured engine to offer. Wärtsilä had 
a similar engine in stock, and the engine was 
resold to Reederei Jaegers to be installed on 
Stadt Aschaffenburg. 

The remanufactured engine was installed by 
a Superintendent from Wärtsilä in Schiedam. 
The Superintendent also installed the previous 

Stadt Aschaffenburg Inland tanker vessel

Length × breadth 110 m × 11 m

Speed recorded  
(max / average)

7.8 / 6 knots

engine on the ship in 2000, while still working 
for Deutz Rotterdam. Records of the ship 
were obtained in the acquisition of Deutz. 
The engine was delivered and installed within 
three weeks from the customer’s call.

The remanufactured engine has 6 and the 
damaged engine had 8 cylinders. Therefore 
the foundation, gearbox and exhaust position 
did not require any modifications. The fuel, 

lubrication and cooling water connection, 
however, needed to be moved and this was 
done at the shipyard.

The remanufactured engine has a 
certificate from Central Commissions for 
Navigation on the Rhine (=CCRN) meaning 
that it is entitled to compensation from the 
government because it pollutes less.

Re-engining of Stadt aSchaffenbuRg


